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Declaration

Thank you for purchasing our company’ s products, any guestions&assistance you need,
welcome to contact us at any time.

This user manual is suitable for wifi NVR Kits( wireless NVR&wireless cameras). It wil be updated
according to product’ s updating, new version wil be not noticed specifically .

If this manual’ s any products description not accord with the real products, please in kind
prevail.

Safety Precautions

1. Please change the device’ s default password in case that your account is stolen.

2. Please do not place and install eqguipment directly under the sunlight or near heating device.

3. Please do not install eqguipment at moist place or place with dust or soot.

4. Please keep equipment instaled horizontally, or install eguipment in a stable place, to avoid
the eauipment faling down.

5. Please avoid liquid dropping on the equipment, make sure no objects filed with liguid on the
equipment and prevent liquid from leaking.

6. Please instal the device in a wel ventiated place, do not block the vents of the eaquipment.
7. Please only use eqguipment within rated input/output.

8. Please do not disassembly at liberty.

9. Please transport, use and reserve the eqguipment within alowing humidity and temperature.

Disclaimer

Please pay your attention to exceptions below:

1. Shoud any reasons below cause the product destroyed or service stop, we wil assume no
resposibiity for your or third party’ s personal inury and property loss: ® No instalation or use
according to instruction strictly. @For sake of state—buiding maintenance or public interest. @
Cases of force majeure. @ Your personal or third party reasons. (Include no limitation use of
third party’ s products, software or components)

2. Our company have not in the form of any express or implied to guarantees the product is
suitable for the special purpose or use. This products can’ t be used in medical
treatment/safety or o other products breakdown lead to life risk or personal injury and WMD,
CBW, nuclear explosion or any unsafe nuclear energy uses etc dangerous or violation of
humanitarian purpose. Any loss or liabiity resulting from the above purpose, wil be borne by you.
3, With correct instalation and use, this product can detect the ilegal intrusion, but it can not
avoid accidents and personal injury or property damage due to these accidents. Please be on
the alert in your daily life, reinforce your safety awareness.

4 Our company assume no responsbility for any indirect or occational or special or punitive
damages, request, property damage or any loss of data or file. Within the max scope of law
alowed, our company’ s compensation is no more than the products amount you paid.
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Products Appearance Description
Power input port, WAN, LAN (1, 2, 3) . VGA_  HDMI, USB. Antenna interface

Antenna interface

WAN HOM Power
LAN VGA uUse  input port

Wireless NVR Kits Quick Installation Guide

This Wireless NVR Kits, easy installation, no need cable, plug and play, no need any set up,

Wireless communication uses automatic passwords generation mechanism to ensure that the
monitored video wil be not overheard under the default passwords, so please take it easy to
use our system. (The codes have been paired; in case the ESSID and passwords had been

changed, you need to match codes first.)

Stepl : Installation Preparation
1. Instal HDD. Make sure all power are cut before intaling. Instalation tool: Cross
screwdriver.

Notes: Please use the professional hard disk recommended by supplier.

(The picture below are for your reference only)

the four 2) Fix the HDD on the 3) Comnect data wire 4) Fix the uppe
remove bottom pannel with and HDD wire between with screws.
screws >CB board and HDD
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Wireless NVR Kits Quick Installation Guide

2. Instal Antenna. WiFi NVR in the center, make antenna vertical so it can transmit the signal

to all around. IPC antenna should be on the same level or parallel position to receive the better

signal. The antennals all relative is not suggested.

|deal Instalation Mode
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Wireless NVR Kits Quick Installation Guide

Transimission Distance
150 meters
(No Obstacles)
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Recommended Distance for Installation: 100 meters for no obstacles space, 30 meters for
environment with 2 walls.

Notes: The coverage area wil be affected by specific environment, distance datas are for
references only.

3. Make sure WiFi system working wel. Connect NVR to monitor, all devices are power on, no
need any setting, auto—pair.

Notes: Please make sure the NVR video output and monitor input have been connected. Please
use the matched power supply in the package, in case that the abnormal power supply lead to
abnormal working and destroy the NVR.

WiFi IPC Multiple display

monitoring equipment
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Webpage NVR Login
1.NVR Webpage LAN Access:

@ Connect Lan port with network cable
between your PC and NVR.

@ Mak >order and the connected
PC a ment. If your PC
different please set IP address of
= segment as the NVR’ s, for
example .18.79”7 but it must be
different IP as the NVR’ s. (Default IP address
of NVR is 172.20.18.78.)

@ Open IE browser, enable all the ActiveX
and plugins by this path: IE browser -
Select Tools — Internet Options — Safty —
Customized.

@ To pop up the webpage login interface,

]m;meTI;mhqu Version 4 !CPI[M] Properties

E===)

General

You can get IP settings assigned automatically if your network supports
this capability. Othernise, you need to ask your network administrator
for the appropriate IP settings.

{©) Obtain an IP address automatically

@ Use the folowing [P address:
172.20 .18 . 79

1P address:
Subnet mask: 255.255.248. 0
Default gateway: 172.20 .18 . 1

Obtain DNS server address automatically
1@ Use the following DNS server addresses:
172. 20 . 18 1

Preferred DS server:

Alternate DNS server:

1

Validate settings upon exit

Cx Jlem=]

you can search the NVR with search too
and click the search result or input the
NVR ip address (e.g.htt /172. 20. 18. 78
/) directly. (If NVR http port 80 is
chan . you also need to add the
correct port to IP address.)

For first time u may be uested
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® On log in intel
De

log in NVR please.
12345.

ult user: admin, pé

SsSwords:

Ploase dounload he OCX controls and
Instlithen you ogin O NVR 1 the
istiime!

to download and install the OCX plugin.)

Notice

¥ Downlo:

® Webpage Ive view for NVR. On “Live Video”

Nt

“Play”

erface, click icon to play video.
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Webpage IPC Login

1. IPC Webpage LAN Access:

@ Connect Lan port with network cable
between your PC and IPC.

@ Make sure the devices and the connected
PC are in the same segment. If your PC has
different segment, please set IP address of your
PC the same segment as the device’ s, for
example “172.136.123.101(1017200)” , but it must
be different IP as the NVR’ s and IPC’ s.
(Default IP address of IPC is 172.136.123.100.)
@ Open [E browser, enable all the Activex
and plugins by this path: IE browser -
Select Tools — Internet Options — Safty —
Customized.

@ To pop up the webpage login interface,
you can search the IPC with search tool
and click the search result or input the IPC
ip address (e.g.http.//172. 20. 18. 11 /)
directly. (You can check IP address of IPC
from menu “Remote Device” of NVR.)

Intemet Protocol Version Tgcpw} Properties x @
General

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

) Obtain an IP address automatically

®) Use the following IP address:
IP address: 172 . 136 . 123 . 101

Subnet mask: 255.255.255. 0
Default gateway: T 12518 1

Obtain DNS server address automatically
® Use the following DNS server addresses:

172.136.123 . 1

Preferred DNS server:

Alternate DNS server:

Validate settings upon exit

o )0 conee |

(Notice: For first time use, you may be reguested to download and install the OCX plugin.)
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® On log in interface, log in IPC please.
Default user: admin, passwords: admin.
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Mobile APP Access
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