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Declaration

Thank you for purchasing our company’ s products, for any guestions or assisstance, welcome

to contact us at any time.

This user manual is suitable for PLC NVR Kits( Power Line Communication NVR & Power Line
Communication cameras). It wil be updated according to product’ s updating, new version wil
be not noticed specifically .

If discription on manual is not accord with real products, please kindly point out it.

Safety Precautions

1. Please change the device’ s default password in case that your account is stolen.

2, Please do not place and instal equipment directly under the sunight or near heating device.
3. Please do not install equipment at moist place or place with dust or soot.

4. Please keep eaquipment installed horizontaly, or instal eaquioment in a stable place, to avoid
the equipment faling down.

5. Please avoid liquid dropping on the eaguipment, make sure no objects filed with liguid on the
equipment and prevent liquid from leaking.

6. Please instal the device in a wel ventiated place, do not block the vents of the eguipment.
7. Please only use equipment within rated input/output.

8. Please do not disassembe devices without permission.

9. Please transport, use and reserve the eqguipment within alowing humidity and temperature.

Disclaimer

Please pay your attention to exceptions below:

1. Should any reasons below cause the product destroyed or service stop, we wil assume no
resposibiity for your or third party’ s personal injury and property loss: @ No installation or use
according to instruction strictly. @For sake of state—building maintenance or public interest. @
Cases of force majeure. @ Your personal or third party reasons. (Include no limitation use of
third party’ s products, software or components)

2. Our company has never guranteed the products for improper or ilegal purposes and uses.
This product cannot be used as medical&safety devices or other applications that wil cause
danger or injury.And loss or responsibility casued by above uses, you must bear it by yourself.
3. With correct installation and use, this product can detect the ilegal intrusion, but it can not
avoid accidents and personal injury or property damage due to these accidents. Please be on
the alert in your dally life, reinforce your safety awareness.

4. Our company assume no responsibility for any indirect or occational or special or punitive
damages, reauest, property damage or any loss of data or fie. Within the max scope of law
alowed, our company’ s compensation is no more than the products amount you paid.
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PLC NVR Kits Quick Installation Guide

2. Keep the connected PLC ca

era and PLC recorder at the same ammeter, then we can

operate it. The default NVR address http:/,

ectrical Ammeter «

92.168.1.88, refer to the below connection.
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PLC NVR Kits Quick Installation Guide

Transimission Distance
300 meters

PLC NVR PLC Camera
(.. O ] | S €
e e
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Om 50m 100m 150m 200m 250m 300m

The suggested installation scope: Factory, warehouse or the extensive space.

3. Make sure the PLC KITS work normally, NVR connects the monitor, and all the
devices are in power.

When the monitor display the videos of all the IPC, it shows the devices running well.
Note: Make sure the power supply in the regular voltage(100V~ 240v),
/, or the PLC Kits

it can not be

damaged.

Multiple display
monitoring equipment

PLC NVR
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Webpage NVR Login

1.NVR Webpage LAN Access: et Protocol Version 4 (1CP/PV0) Propertis ;m‘
@ Connect Lan port with network cable [General

between your PC and NVR.
|| You can get IP settings assigned automatically if your network supports
@ Make sure the recorder and the connected this capabity. Othernise, you need to ask your network administrator

PC are in the same segment. If your PC has DR s

different segment, pl e set IP address (© Obtain an IP address automatically

your PC the same segment as the NVR’ s, f ® Use the following TP address:

example “192.168.1.33" , but it must — 192 .168 . 1 . 33

different IP as the NVR’ s. (Default IP address 3 255 . 255 . 255 . 0
of NVR is 192.168.1.88 ) S oy

@ Open IE browser, enable all the ActiveX

and plugins by this path: |E browser Obtain DNS server address automatically
Select Tools — Internet Options — Safty — ©Usemefunuwinguwsmmddmms

Customized. Preferred DNS server:
@ To pop up the webpage login intel
you can search the NVR with search too\
and click the rch result or input the [l Veldate settings upon exit
NVR ip address (e.g.http://192.168.1.88/)
directly. (If NVR http port 80 is changed, ——
then you also need to add the correct
port to IP addres

Alternate DNS server:

1l

(Notice: For first time U you may be reguested to download and install the OCX plugin.)

Ploseo downioad 0 OCX conirols and
Instll it whenyou login the NV at the
frstimol

¥ Download

® On log in inter
Default user. admin, passwords: 12345. interf:

e, log in NVR please. ® Webpage ve view for NVR. On “Live Video”

ce, cick “Play” icon to play video.

:'\-{"; NVR Login
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Webpage IPC Login
1. IPC Webpage LAN Access: q%%

General N
@®Confirm the PLC kits are in Normal )
||| Youcanget your
working condition, connect Lan port with ||| this capabiity. °"‘=’“"=='W“"=="‘“"V"“’"=“"°"<“"'"m‘”'
appropriate IP settings.
network cable between your PC and
(© Obtain an IP address automatically
NVR. (@ Use the following IP address:
@ Make sure the devices and the i Lt A el
connected PC are in the same segment. Subnet mask:
If your PC has different segment, Please Defauit gateway:
Set up and make sure the IPC&PC at the ) Obtain DNS server address automatically
same network segment. Such as P @ Use the following DNS server addresses:
192.168.1.104(The defaulted IPC address P e
192.168.1.100103) Mtemate DS server: [
@ Such as http://192.168.1.100/ (The [F Validate settings upon exit
defaulted port 80, that can be omitted. If -

changed, fil in the right port.

(Notice: For first time use, you may be reguested to download and install the OCX plugin.)

IP Camera Searcher
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® On log in interface, log in IPC please.
Default user: admin, passwords: admin. ® Webpage live view for IPC.
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Mobile APP Access
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